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Technisches Datenblatt 
Digitales Kabellängenmessgerät Aufmaster© AM1 
 
 

 
 
 

 

Merkmale 
 
§ Misst alle Kabel metallischen Kerns wie Erdkabel, 

Steuerleitungen, Telefonkabel, verdrillte Kabel 
sowie CAT-Kabel und weitere Kabel 
 

§ Das Kabel kann gewickelt, ausgelegt und sogar 
bereits verlegt sein 
 

§ Einzigartiges und patentiertes Messverfahren 
 

§ Funktioniert in Kombination mit der kostenlosen 
Aufmaster App 
 

§ Erhältlich in 8 Farben zur einfachen visuellen 
Identifikation in der App 
 

§ Zwei Adern gleichen Querschnitts müssen 
angeschlossen werden 
 

§ In Deutschland hergestellt 

 
Die GTIN und SKU finden Sie auf der letzten Seite 
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H / B / T ca. 21 mm / 192 mm / 62 mm 
0.82 in / 7.55 in / 2.44 in 

Verpackung H / B / T ca. 30 mm / 130 mm / 260 mm 
1.18 in / 5.12 in / 10.23 in 

Länge des Verbindungskabels 226 mm 
8.89 in 

Mantellänge ab Gehäuse 230 mm 
 9.05 in 

Gewicht Messgerät 178 g 

Gewicht Messgerät inkl. Verpackung, 
Bedienungsanleitung und USB-C Ladekabel 307 g 

Ursprungsland Deutschland 

Schutzklasse IP54 

Messbereich 10 m – 1500 m 
32 ft – 4921 ft 

Mögliche Querschnitte > 0,25 mm2 

> AWG 23 

Akkulaufzeit 
bei 20 °C (68 °F) ca. 8 Tage / 8 Std. 

bei 10 °C (50 °F) ca. 6 Tage / 10 Std. 
(abhängig von Einsatzbereich und Umweltbedingungen) 

Umgebungstemperatur 

In der Anwendung -10 °C bis +50 °C 
14 °F bis 122 °F 

Laden 0 °C bis +40 °C 
32 °F bis 104 °F 

Lagerung -20 °C bis +60 °C 
-4 °F bis 104 °F 

 

Ladedauer ca. 2 Std. a 5V weniger als 500 mA 

Batterietyp Lithium Polymer (wiederaufladbar) 

Einsatzorte Innenraum, industrielle Umgebung,  
Baustelle, Lager 

Mindestanforderung iOS-Betriebssystem Version 18 

Mindestanforderung Android Betriebssystem Version 7 
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Data sheet 
Cable length measuring device Aufmaster© AM1 
 
 

 
 
 

 

Features 
 
§ Measures all cables with a metallic core, such as 

underground cables, control cables, telephone 
cables, twisted cables, CAT cables, and other 
cables 
 

§ The cable can be coiled, laid out, or even already 
installed 
 

§ Unique and patented measuring process 
 

§ Works in conjunction with the free Aufmaster 
App 
 

§ Available in 8 colours for easy visual identification 
in the app 
 

§ Two conductors of the same cross-section must 
be connected 
 

§ Made in Germany 

 
 

The GTIN and SKU can be found on the last page 
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H / W / D approx. 21 mm / 192 mm / 62 mm 
0.82 in / 7.55 in / 2.44 in 

Packaging H / W / D approx. 30 mm / 130 mm / 260 mm 
1.18 in / 5.12 in / 10.23 in 

Length of the connection cable 226 mm 
8.89 in 

Sheath length from housing 230 mm 
 9.05 in 

Weight Measuring device 178 g 

Weight including packaging, manual and 
charging cable 307 g 

Country of origin Germany 

Protection class IP54 

Measuring range 10 m – 1500 m 
32 ft – 4921 ft 

Possible cross sections > 0,25 mm2 

> AWG 23 

Operating time 
at 20 °C (68 °F) approx. 8 days / 8 h 

at 10 °C (50 °F) approx. 6 days / 10 h 
(depending on area of application and environmental 

conditions) 

Ambient temperatures 

In operation -10 °C to +50 °C 
14 °F to 122 °F 

Charging 0 °C to +40 °C 
32 °F to 104 °F 

Storage -20 °C to +60 °C 
-4 °F to 104 °F 

 

Charging time Approx. 2 hours a 5V less than 500 mA 

Battery type Lithium polymer (rechargeable) 

Operating locations Indoor environment, industrial environment,  
construction site, warehouse 

Min. iOS operating system requirement Version 18 

Min. Android operating system requirement Version 7 
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Available Colours / Verfügbare Farben 
 
Color / Farbe GTIN SKU 

Blue / Blau 04270004699197 11023424 

Red / Rot 04270004699173 11023427 

Black / Schwarz 04270004699166 11023185 

Green / Grün 04270004699135 11023425 

Grey / Grau 04270004699142 11023428 

Orange / Orange 04270004699128 11023426 

Brown / Braun 04270004699159 11023429 

Purple / Lila 04270004699111 11023430 

   

 


