
For everyone working with cables.



In this presentation, we show you how to use your Aufmaster 
in the best possible way to generate maximum gains and efficiencies.

Congratulations for buying your Aufmaster!



There are three main use cases for your Aufmaster!

Mini Workshop

Fast and easy measurement 
of your cable lengths.

Usage in projects (i.e. at 
construction sites) – 

documentation of all cable 
activities for a ready-to-

send, non-disputed 
customer invoice.

Optimization of inventory 
processes in your cable 

warehouse.

First Step: Registeration in the Aufmaster Cloud under 
cloud.aufmaster.com/signup 

https://cloud.aufmaster.com/signup


Rapid Measurement: measuring cable lengths fast and easy

1 . Fix the device at two cable 
cords. (on one end of the cable). 
You can measure all cables with 

min. 2 cords of the same diameter. 
There may not be any voltage on 

the cable.

2. Turn on your 
Aufmaster. (press 
for approx. 3 secs)

3. Go to „Detect 
Length“ in the 

Aufmaster App.

4. Connect 
Aufmaster device 

with the App.

5. Select Cable 
Type; the tab 

„Search cables“ 
gives 

you access to the 
Aufmaster cable 

database.

6. Length of cable will be 
measured, both in meters and feet.



When  do  Rapid  Measurements  make  sense?

Rapid Measurements are the fastest and easiest way to use your Aufmaster. 
Compared to Site Measurements and Inventory Measurements, Rapid Measurements only provide

 limited benefits, because Rapid Measurements data will not be stored in the Aufmaster Cloud solution.

• When you want to quickly check how much cable is left on a drum or a ring
o For instance, at the goods receipt point of your warehouse, to check whether you received the cable 

length that you ordered from your supplier 

o …or in case you get cable back from a construction plant and want to know how much cable is left over

o …or when you want to check whether a drum in your warehouse still has enough cable to supply the 

demand that your team has on a construction site. 

o …or when you are at a construction site and need to find out whether you still have enough cable

• When you do not need the measurement for customer invoicing or for inventory purposes

• For each measurement, you have full access to the Aufmaster cable database, currently 

including over 1,600 cable types)



Site Measurements: Using your Aufmaster on construction sites/projects

Mini Workshop

1. Fix your Aufmaster to the outside 
of a cable drum and connect it with 

the end of the cable.

2. Go to “Site 
Measurement” 

in your App.

3. Select Project (could i.e. be a construction 
site) and category (i.e. a specific date)

or
Create a new project by clicking “+“ .

4. „Devices“:
Connect App with 

Aufmaster device and 
measure cable length 

(similar to Rapid 
Measurement process). In 

each project, several 
Aufmaster devices can be 

connected simultaneously. 

5. „Documentation“:
All results will be shown here. 

You can also add manually 
detected measurements (i.e. 
from newly dispatched cable 

rings or drums).



Site Measurement: You can also measure cable lengths already installed

1. Connect 
Aufmaster device 

to the installed 
cable.

2. Go to “Site 
Measurement” in your 

App.

3. Select project (i.e. construction site) 
and connect your Aufmaster device.

4. Measurement result 
will be documented and 

stored in the Cloud.
Note: this will only work 

when the other end of 
the cable is not yet 

connected.

Most Aufmaster-clients either document directly from the cable reel, or after they have 
installed the cables. Both is possible without problems with your Aufmaster. 



You cannot find your cable type in the Aufmaster Cable Database?
Here is how to calibrate a new cable type into the database

Mini Workshop

2. Klick “+” to create 
a new cable type.

3. Select  
“Calibrate cable”.

4. Enter the data 
of the new cable 

type and save the 
entry.

Afterwards, the 
App connects with 

an Aufmaster 
device that needs 

to be turned on. 

5. Connect the 
Aufmaster device with 

a piece of the new 
cable type. You need to 
know the length of this 
cable piece – it should 

be at least 66 feet/20m 
long. Alternatively, you 
can also use a new reel 

or ring for which you 
know how much cable 

is on/in it.

6. Enter the length of the 
selected piece of the new 

cable type into the App. 
Now, the Aufmaster device 
will calibrate the new cable 

type for the cable 
database.

After that, the new cable 
type is calibrated and can 

be used for measurements 
and selected from the cable 

database. 

1. Go to “Master 
Data”  in your App.



Site Measurement: Here is how the Data Arrives in Your Office 

Most Aufmaster-clients either document directly from the cable drum, or after they have 
installed the cables. Both is possible without problems with your Aufmaster. 

1. The Dashboard shows you all activities in 
one view. You can also see the typical 

efficiency gains that companies have when 
using Aufmaster. 

2. Under „Site Measurements“, you see all created projects 
(i.e. your construction sites)

3. In the detail page of each projects, you can see 
all activities that have been booked on the 

respective project.

All data can be downloaded and integrated into 
your ERP system.



The “Site Measurement” Function is the Door-Opener 
for Large Efficiency Gains in Your Processes

Our Suggestion: take your time to configure the app so that it bests represents your work 
processes. The more detailed you do that, the bigger will be the benefits that you can 

generate when using Aufmaster!

• In your cloud app, you have all activities under control at any time that occur on your construction sites. 
You can give informed information to your clients at any time. 

• You have the full overview of the cables that were used, and you can implement a “warning signal” 
function to trigger replenishment orders for any such materials. 

• Invoicing your clients will become…
o …much faster

o …much less error-prone

o …much less doubted by clients, leading to much fewer complaint handling

• Your colleagues will thank you for using Aufmaster, because…
o …paper-based work they are used to will be taken away

o …documentation of their work will need dramatically less time

• There are also measurable economic benefits: when you continue charging for overhead costs but 
reduce the actual time spent for overhead work, you will increase your margins. 



Inventory: Fast and Precise Capturing of Your Cable Inventory

Mini Workshop

1. Does your 
cable 

warehouse 
look 

somehow 
like this?

2. Go to “Inventory” in 
the Aufmaster App

3. Select inventory 
project or create a 
new one (with “+“)

4. When clicking “+”, 
you can either select a 

cable or other 
material (i.e. power 

outlets)

5. Connect your 
Aufmaster 

device 
successively to 

all cable reels 
or rings that are 
located in your 
warehouse and 
measure their 

lengths. 6. This is how a measurement 
results looks like

7. When clicking 
the 3 dots, you 

can add 
additional 

comments/ data 
as required. 



Inventory: Here is how the Data Arrives in Your Office 

You can see on one screen all your inventory, with 
information about:
• When the inventory was measured
• Where the material is located (column “Location”)
• Any other remarks (column “Comment”)
• All data can be downloaded and integrated into 

your ERP system (“Download list“)

Aufmaster customers report up to 90% time 
savings in their inventory processes when 

using the Aufmaster device. 
In addition, the inventory measurement 

results are dramatically more precise and 
accurate. 

The more manual your inventory processes 
are today, the closer you will also get to the 

90% time saving.

1. Go to 
“Inventory” in 

your Cloud 
Dashboard and 

select your 
inventory project



From your Cloud App, you can invite additional team 
members to use the samecloud instance.

Organize your entire team in your cloud app, so that you can 
see all data, from all sites and your entire organization.

1. Klick on the „Settings“-symbol 
in the top right corner of your 

Cloud-App and then on „Team“.

2. You can then invite additional 
team members and make sure that 
their measuring data also lands in 

your cloud account instance. 



Measurement Range

Possible Cross Sections

Protection Class

Battery Operating Time

Minimum Required iOS version

Minimum Required Android version

Other Usage Requirement Needs two conductors of 
the same cross section

Version 7

iOS 18

Documents remaining cable lengths: ring, 
drum or single piece

The cable can be coiled, laid out, or even 
already installed.

Measures all cables with a metallic core, such 
as underground cables, control cables, 

telephone cables, twisted cables, CAT cables, 
and other cables

Unique and patented measuring process

Documents room temperature when 
conducting a Site Measurement

Hard- and Software are Made in Germany



Please check our Help Page: https://www.aufmaster.com/en/help

There, you can also find contact details, 
in case you want to talk to the Aufmaster team.

Do you have other questions?

https://www.aufmaster.com/en/help
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